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A 58 cm diameter circular wall-mounted illuminated mirror luminaire constructed with

an aluminum frame and an opal white acrylic perimeter diffuser. Powered by an

integrated 25W LED module operating on 220–240V AC, it delivers up to 950 lumens

with a 120° beam angle and CRI >80. The luminaire features on-glass capacitive

touch controls for smooth dimming, CCT selection (3000K/4000K), and activation of

an internal anti-fog demister pad, providing functional and ambient lighting for

refined residential and hospitality interiors.

Disclaimer

Alle technische gegevens, evenals gewichts- en afmetingsspecificaties, zijn gebaseerd

op standaardwaarden. Wij behouden ons het recht om technische wijzigingen aan te

brengen. Productafbeeldingen dienen ter illustratie en kunnen afwijken van het

origineel.

KRIZIA A/P
 FKRAB1-BIANCO-WHITE

TECHNICAL DATA
Installation: Interno _ Lampada a parete
Source: Led integrato
Power: 25W
Power Supply: 220-240V AC _ 50/60Hz
Dimming: Dimmerabile _ Push incluso
Lumen: 900lm-950lm
Color Temperature: 3000K-4000K
Light Beam: 120° _ Diretta
CRI: >80
Lifespan: 30.000h
IP Rating: IP20
Insulation Class: I
Energy Class: D
Volume: 0,0340m3
Gross Weight: 6.00 Kg
Net Weight: 4.17 Kg
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A 58 cm diameter circular wall-mounted illuminated mirror luminaire constructed with

an aluminum frame and an opal white acrylic perimeter diffuser. Powered by an

integrated 25W LED module operating on 220–240V AC, it delivers up to 950 lumens

with a 120° beam angle and CRI >80. The luminaire features on-glass capacitive

touch controls for smooth dimming, CCT selection (3000K/4000K), and activation of

an internal anti-fog demister pad, providing functional and ambient lighting for

refined residential and hospitality interiors.

Disclaimer

Alle technische gegevens, evenals gewichts- en afmetingsspecificaties, zijn gebaseerd

op standaardwaarden. Wij behouden ons het recht om technische wijzigingen aan te

brengen. Productafbeeldingen dienen ter illustratie en kunnen afwijken van het

origineel.

KRIZIA A/P
 FKRAN1 - NERO - BLACK

TECHNICAL DATA
Installation: Interno _ Lampada a parete
Source: Led integrato
Power: 25W
Power Supply: 220-240V AC _ 50/60Hz
Dimming: Dimmerabile _ Push incluso
Lumen: 800lm-850lm
Color Temperature: 3000K-4000K
Light Beam: 120° _ Diretta
CRI: >80
Lifespan: 30.000h
IP Rating: IP20
Insulation Class: I
Energy Class: D
Volume: 0,0340m3
Gross Weight: 6.00 Kg
Net Weight: 4.17 Kg



 KRIZIA A/P

 

FL
www.formaluna.be

A 58 cm diameter circular wall-mounted illuminated mirror luminaire constructed with

an aluminum frame and an opal white acrylic perimeter diffuser. Powered by an

integrated 25W LED module operating on 220–240V AC, it delivers up to 950 lumens

with a 120° beam angle and CRI >80. The luminaire features on-glass capacitive

touch controls for smooth dimming, CCT selection (3000K/4000K), and activation of

an internal anti-fog demister pad, providing functional and ambient lighting for

refined residential and hospitality interiors.

Disclaimer

Alle technische gegevens, evenals gewichts- en afmetingsspecificaties, zijn gebaseerd

op standaardwaarden. Wij behouden ons het recht om technische wijzigingen aan te

brengen. Productafbeeldingen dienen ter illustratie en kunnen afwijken van het

origineel.

KRIZIA A/P
 FKRABE1-NEW-BEIGE

TECHNICAL DATA
Installation: Interno _ Lampada a parete
Source: Led integrato
Power: 25W
Power Supply: 220-240V AC _ 50/60Hz
Dimming: Dimmerabile _ Push incluso
Lumen: 800lm-850lm
Color Temperature: 3000K-4000K
Light Beam: 120° _ Diretta
CRI: >80
Lifespan: 30.000h
IP Rating: IP20
Insulation Class: I
Energy Class: D
Volume: 0,0340m3
Gross Weight: 6.00 Kg
Net Weight: 4.17 Kg
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A 58 cm diameter circular wall-mounted illuminated mirror luminaire constructed with

an aluminum frame and an opal white acrylic perimeter diffuser. Powered by an

integrated 25W LED module operating on 220–240V AC, it delivers up to 950 lumens

with a 120° beam angle and CRI >80. The luminaire features on-glass capacitive

touch controls for smooth dimming, CCT selection (3000K/4000K), and activation of

an internal anti-fog demister pad, providing functional and ambient lighting for

refined residential and hospitality interiors.

Disclaimer

Alle technische gegevens, evenals gewichts- en afmetingsspecificaties, zijn gebaseerd

op standaardwaarden. Wij behouden ons het recht om technische wijzigingen aan te

brengen. Productafbeeldingen dienen ter illustratie en kunnen afwijken van het

origineel.

FKRAO1-ORO-SPAZZOLATO - BRUSHED
GOLD

TECHNICAL DATA
Installation: Interno _ Lampada a parete
Source: Led integrato
Power: 25W
Power Supply: 220-240V AC _ 50/60Hz
Dimming: Dimmerabile _ Push incluso
Lumen: 800lm-850lm
Color Temperature: 3000K-4000K
Light Beam: 120° _ Diretta
CRI: >80
Lifespan: 30.000h
IP Rating: IP20
Insulation Class: I
Energy Class: D
Volume: 0,0340m3
Gross Weight: 6.00 Kg
Net Weight: 4.17 Kg
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A 58 cm diameter circular wall-mounted illuminated mirror luminaire constructed with

an aluminum frame and an opal white acrylic perimeter diffuser. Powered by an

integrated 25W LED module operating on 220–240V AC, it delivers up to 950 lumens

with a 120° beam angle and CRI >80. The luminaire features on-glass capacitive

touch controls for smooth dimming, CCT selection (3000K/4000K), and activation of

an internal anti-fog demister pad, providing functional and ambient lighting for

refined residential and hospitality interiors.

Disclaimer

Alle technische gegevens, evenals gewichts- en afmetingsspecificaties, zijn gebaseerd

op standaardwaarden. Wij behouden ons het recht om technische wijzigingen aan te

brengen. Productafbeeldingen dienen ter illustratie en kunnen afwijken van het

origineel.

KRIZIA A/P
FKRATE1-TERRACOTTA

TECHNICAL DATA
Installation: Interno _ Lampada a parete
Source: Led integrato
Power: 25W
Power Supply: 220-240V AC _ 50/60Hz
Dimming: Dimmerabile _ Push incluso
Lumen: 800lm-850lm
Color Temperature: 3000K-4000K
Light Beam: 120° _ Diretta
CRI: >80
Lifespan: 30.000h
IP Rating: IP20
Insulation Class: I
Energy Class: D
Volume: 0,0340m3
Gross Weight: 6.00 Kg
Net Weight: 4.17 Kg
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A 58 cm diameter circular wall-mounted illuminated mirror luminaire constructed with

an aluminum frame and an opal white acrylic perimeter diffuser. Powered by an

integrated 25W LED module operating on 220–240V AC, it delivers up to 950 lumens

with a 120° beam angle and CRI >80. The luminaire features on-glass capacitive

touch controls for smooth dimming, CCT selection (3000K/4000K), and activation of

an internal anti-fog demister pad, providing functional and ambient lighting for

refined residential and hospitality interiors.

Disclaimer

Alle technische gegevens, evenals gewichts- en afmetingsspecificaties, zijn gebaseerd

op standaardwaarden. Wij behouden ons het recht om technische wijzigingen aan te

brengen. Productafbeeldingen dienen ter illustratie en kunnen afwijken van het

origineel.

KRIZIA A/P
 FKRAV1-VERDE-SALVIA

TECHNICAL DATA
Installation: Interno _ Lampada a parete
Source: Led integrato
Power: 25W
Power Supply: 220-240V AC _ 50/60Hz
Dimming: Dimmerabile _ Push incluso
Lumen: 800lm-850lm
Color Temperature: 3000K-4000K
Light Beam: 120° _ Diretta
CRI: >80
Lifespan: 30.000h
IP Rating: IP20
Insulation Class: I
Energy Class: D
Volume: 0,0340m3
Gross Weight: 6.00 Kg
Net Weight: 4.17 Kg
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